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Contact Information 

Contact  Plasti-Fab ®  Ltd. 
Tel: 1 888 446 5377 
www.advantageicf.com 

Advantage ICF System Specifications 

General Product Description 

EPS Insulation: 

Concrete: 

Sound Transmission: 

Fire Resistance Rating: 

Air & Vapour Barrier: 

Code Evaluation Reports: 

Energy Efficiency - Typical Effective Thermal Resistance (R-Value):     

Below Grade: 

Above Grade: 

Complies with CAN/ULC-S701, Type 2 and ASTM C578, Type II 
Contains no CFCs, HCFCs, HFCs or formaldehyde. 
ECP-Certified Insulation 

20 MPa (2900 psi) at 28 days 
Nominal thickness 152-mm (6”) or 203-mm (8”) 

STC Rating  50 

3-hour rating for 152-mm (6”) or 4-hour 203-mm (8”) concrete wall per National Building  
Code of Canada 2005, Table D-2.1.1. 

Provided by combination of monolithic concrete thickness and EPS insulation. 

CCMC 13101-R (Canada) and ICC-ES ESR-1578 (USA) 

Advantage ICF System @ R-22.7 (RSI - 3.99) 

Advantage ICF System @ R-23.5 (RSI - 4.14) 

Made with 
ECP-Certified 

Insulation 

Certified Climate  
Protection 
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Note: R-Value based upon typical construction with 1/2” (127 mm) gypsum board on interior face. 

Note: R-Value based upon typical construction with 1/2” (127 mm) gypsum board on interior face and vinyl or  
metal siding on exterior face. 




